ENGINE POWERED TELESCOPIC BOOM LIFTS

TB14J PLUS (TB460J PLUS)

Compliant with CE/ANSI/CSA/AS standards

PRODUCT HIGHLIGHTS

Easy Transport

B The three-section boom design benefits machine transport, allowing one container and
a low-bed trailer to transport 2 machine units due to its compact transport length of only
5.88m

Heavy Load Capacity

M It inherits the perfect features of the Sinoboom Plus boom lifts series, with a leading
three-stage heavy-load platform capacity of 454 kg when restricted, 340 kg and 250 kg
when unrestricted. This capacity sets it apart from others in its class on the market

Excellent Rough Terrain Performance

B The active oscillating function is a standard feature across Sinoboom boom lifts,
including TB14J Plus. It allows the machine to work and travel both in boom stowed and
raised status on uneven and rough terrain ground while always keeping all four wheels in
contact with the ground, even when one wheel drops into a pothole. This provides high
stability and work efficiency for users at job sites

B With powerful 4-wheel drive and a 40% gradeability, it allows for travel on large slopes on
most job sites

Proportional Controls

B The platform control box is equipped with 3 joysticks with full-proportional controls for
boom lifting, telescoping, turntable rotation, and driving speed

B Operating with smooth starting and stopping will help you approach your job site target
smoothly and precisely

Standard Features

Active oscillating function
Proportional control with 3 joysticks
Hydraulic platform leveling

Tilt protection system

Flashing beacon

Footswitch

Battery isolator

Platform work light

1.83m(6') work platform
1.45m (4'9") platform

SINOBOOM

7-in display screen
Automotive-grade sleeves for all pipes
AC power to platform
Max tilt rating to 5°
White noise alarm
2.44m(8') platform with swinging gate
Secondary guarding device
Options & Accessories
Glazier kit (for platform with swinging gate)
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4WD X 2WS

Weighing system

Half mesh (for platform with swinging gate)
Belt-driven generator

Fault diagnosis system

Telematics-ready connector

Solid non-marking tires
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