


Compliant with CE/EAC/AS standards
TB42RJ(TB1370RJ)
ENGINE POWERED TELESCOPIC BOOM LIFTS

We reserve the right to make specification. The above represents the current specifications at time of publications. 07. 2023

Model TB42RJ（TB1370RJ）

Dimensions
Max Platform Height 41.6 m (136'6")
Max Working Height 43.6 m (143'0.5")
Max Horizontal Reach (Restricted/Unrestricted) 21.6 m/23.8m (70'10"/78'1")
A Stowed Length 14.96 m (49'1")
B Stowed Width 2.49 m (8'2")
C Stowed Height 3.15 m (10'4")
Stowed Length (Transport) 12.3 m (40'4")
Stowed Width (Transport) 2.49 m (8'2")
Stowed Height (Transport) 3.15 m (10'4")
D Wheelbase 3.81 m (12'6")
Ground Clearance 0.65 m (2'1.6")
Platform Size (L×W×H) 2.44 m×0.91 m×1.1 m (8'×3'×3'7")

Performance
Max Platform Capacity(Restricted/Unrestricted) 480 kg/250 kg (1,058 lbs/551 lbs）
Max Platform Occupants(Restricted/Unrestricted) 2 persons and tools/2 persons and tools
Drive Speed (Stowed) 0～4.4 km/h (0～2.7 mph)
Drive Speed (Raised) 0～1 km/h (0～0.62 mph)
Gradeability 40%
Turntable Rotation 360° / Continuous
Platform Rotation 180°
Jib rotation 235° (left 160° / right 75°)
Tilt Rating 5°
Turning Radius (Inside/Outside) 4.37 m/6.81 m (14'4" / 22'4")
Turntable Tail-Swing 1.68 m (5'6")
Max Allowable Side Force 400 N (90 lbf)
Max Allowable Wind Speed 12.5 m/s (28 mph)
Tire Spec/Type 445/50D710 18PR (foam-filled)

Power
Drive × Steer

Engine

Hydraulic Tank Capacity
Diesel Tank Capacity
System Voltage

4WDx4WS
54 KW /2400 rpm/ QSF2.8t3TC72/Cummins/China T3
55.4 KW /2600 rpm/ TD2.9 L4/Deutz/EU Stage ⅢB、EPA 4
55.8 kW / 2200 rpm/YCF3075-T480/Yuchai/China T4
280 L (61.6 gal(UK)/74.0 gal(US))
200 L (44.0 gal(UK)/52.8 gal(US))
12 VDC

Weight
Weight 22,400 kg (49,383 lbs)

Standards Compliance CE/EAC/AS
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